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Rental indoor led display (512x512 cabinet)

Features:
○ High resolution high precision;
○ High contrast,ideal gray scale,presenting
The clear and bright pictures

○ Fanless design
○ Large view angle
○ The most effective solution for indoorHD
Billboard.

○ Easy to install: No tool needed during
Installation

○ Light weight

Shenzhen LEDWorld Co.,Ltd

Sales Director: Darcy
Whatsapp: 008613425174299
Email: Darcy@szledworld.com
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○ Stage Performance ○ Conference ○ Celebration ○ banquet ○ exhibition

Technical Specifications:

Application:

Item Name Parameter
Model No LW-P4-16S
Module size 256mm*128mm
Pixel pitch 4mm
Pixel Density 62500 pixels/m2
Pixel configuration 1R1G1B
LED Package mode SMD2121
Module resolution 64dots(H)*32dots(V)
Drive type Constant drive
Scan mode 1/16 scan
Port type HUB75-A
Brightness of white balance 1100cd/m2
Cabinet Dimension 512mm*512mm
Module Quantity 8pcs
Cabinet Resolution 128*128
Cabinet Material Die Casting Aluminum for rental purpose
Best viewing distance 4M~15M
Best viewing angle 120°(H) 60°(V)
Average Power consumption 915W/m2
Max.Power consumption ≤1830W/m2
Current ≤20mA(single LED)
Frame Frequency ≥60Hz
Refresh frequency ≥1920HZ
Power Supply Mode AC220±10% 50Hz/AC110±10% 60Hz

storage:-35ºC~+85ºC
Temperature

working:-20ºC~+50ºC
Humidity 10%-95%
Grey scale/colors 256levels of each color(RGB)/16.7M colors
Screen Lifespan ≥100,000 hours
Screen Plainness <±1mm
Blind Spot Rate <0.0001
CPU Pentium4 or above
Operation system WIN98/2000/NT/XP
Control method Synchronization
Notes: Specifications are for reference only. Please contact our salesperson for details. All rights are reserved to Led
World.
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